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Abstract

A collaborative distributed estimation problem over a communication constrained network is considered from an information
theory perspective. It is shown that the distributed estimation problem is related to multiterminal information theory and a suitable
architecture for the codes for this multiterminal information theory problem is determined under source-channel separation. In
particular, distributed source codes in which each node multicasts a different messages to each subset of other nodes are studied.
This code construction hybridizes two important families of source codes: multiple description codes and codes for the CEO
problem. The goal of this paper is to determine the fundamental relationship between the multicast communication rates and
estimation performance obtainable, which is embodied in the rate distortion region for such distributed source codes. An achievable
rate region for a given set of distortion constraints is proved to this problem and its structural properties are studied. Also, this
achievable rate region is shown to simplify to the known bounds to some simpler problems.

I. INTRODUCTION

Consider a network of M nodes deployed to monitor a common phenomenon embodied by a sequence of random variables

T(). Each node j (j € {1,...,M}) in the network makes indirect observations of this phenomenon, embodied as another

sequence of random variables Yj(") statistically related to 7). Let T(”),Yl("), e ,Yje}l)} be temporally memoryless
n=1

with instantaneous joint probability distribution pry, .. v, (t(”), yYL), ey yg\?)) on7 XYV X ...x Y.

Each node could use the local observations to obtain Bayesian estimates Tj(") of T(™ that minimize some local cost function

+ ZnN:1 E [dj (Tj("), TJ(")) {Yj(") |n € [N] }] . Here, we allow the local cost functions to be different at different nodes taking
into account the fact that different nodes may be interested in different parameters and different metrics may be appropriate
for different parameters. Alternatively, the nodes in the network could communicate with each other in hopes of improving
their estimates. We will study such collaborative distributed estimation [1] schemes which accomplish this with separated
network/channel and source coding (despite the fact that such a separation is known to be suboptimal in some multiterminal
problems). The network/channel codes see to it that messages sent over the network arrive at the intended receivers unaltered,
while the distributed source code sees to it that the content of these messages provides the right information extracted from
the observations at a node in order to lower the estimation error at the destination.

Our first insight, made in Section I, is that under this decomposition the proper source coding model reflecting the capabilities
of the network code is one in which each node multicasts a different message to every possible subset of other nodes in the
network. In particular, the source encoder at each node j encodes its observations {Yj(")\n € [N]} into a common message
Qj—a € {1,2,.. ., 2NRi—al to each of the nodes with indices in some subset A of the other nodes using an average of
R;_ 4 bits per observation symbol. A different such message can be encoded at each node j for each such subset A C [M]\ 7,
and then reliably multicasted via network coding to the nodes in A. Of course, messages which are not to be sent are readily
accommodated by setting the associated rate to zero.

One might think that a simpler natural model for such internode communication would be to suppose that each node j could
reliably transmit a message (Q;—.; exclusively to a single other node 7 with some rate 12;_.; bits per observation symbol Yj(").
However, owing to the difference in both wireless and wired networks between a multicast (multiple destination) transmission
and a similar instantiation as a series of unicast (single destination) transmissions, the presented more versatile model is more
directly coupled to network and/or wireless network channel coding capabilities. This idea is elaborated upon in Section II.

Supposing then, that these messages are reliably transmitted to their intended destinations (e.g. with the aid of some channel
and network codes), we employ a classic technique from multiterminal information theory [2] [3] to study the relationship
between the rates {R;_ 4 | j € [M], A € 2[MI\7} of the source code used, and the estimation errors D; that each of the

J. M. Walsh and S. Ramanan were supported in part by the National Science Foundation under grant CCF-0728496 and part by the Air Force Office of
Scientific Research under grant FA9550-09-C-0014. They wish to thank Jun Chen of McMaster University for helpful comments and suggestions in the early
stages of this work.



nodes can obtain in estimating the sequence 7™, n € [N] from their own observations {Yj(l), e ,}/}(N)} and the messages

Qp, = [QiH A | jeA A€ 2[M]\i} they have received. In this paper we give an inner bound (Section III) on the region of
rates necessary to obtain a particular set of target average estimation errors {D;|j € [M]}. This notion and notation will be
made precise in Section III. We also show that this inner bound is equal to the the known bounds for some simpler problems
which can be obtained as simplifications of our model.

A. Related Work

Recent developments in sensor network signal processing have rekindled interest in the problems of remote and distributed
estimation. Much of the work in these areas, both classical[4], [5], [2], [6] and modern[7], [8], [3], has focused on the optimized
relationship between communication constraints and estimate performance. Such tradeoffs between communication rates and
estimate performance, when optimized over all possible code constructions, lie squarely within the domain of information
theory, and distributed source coding, in particular.

Although remote estimation and source coding may superficially appear to be completely seperate problems, Dobrushin and
Tsybakov [4] first showed the relationship between Shannon’s formulation of source coding and remote estimation within a
point to point context. They considered the simplest case in which a single decoder estimates a source using the message
received from a single encoder which indirectly observes the source via statistically related local observations. Such an indirect
modification of Wyner and Ziv’s [5] classic result, in which the decoder may also employ some local observations to help it
estimate the source, is also possible [7].

With these results in point to point remote estimation long firmly established, attention has shifted to distributed estimation
in a network context. Significant attention has focussed on the most simple distributed estimation model after point to point, in
which a collection of nodes independently encode local observations into rate limited messages which are relayed to a single
fusion center aiming to estimate an underlying sequence of parameters. The relationship between the rates and the estimate
performance at the fusion center has been studied in the information theory community under the name of the CEO problem
[2], [6], [9], [3], [10], and the closely related many-help-one problem [11], in which the parameter sequence to be estimated is
directly observed by one of the nodes. In [12], Prabhakaran et al. explored the possibility of co-operation between the sensors
in the CEO problem before communication with the fusion center, and showed that there is no sum-rate advantage of doing
so for the Gaussian case. More generally, a distributed estimation problem may require coding schemes which allow multiple
network nodes (which may also act as encoders) to act as fusion centers [2]. In the most extreme such case, which one might
refer to as collaborative distributed estimation, each node in the network acts both as an encoder of messages to be sent to
other nodes and as a fusion center decoder. The question then arises, what is the appropriate information theory model for
such a problem? Is it a collection of indepedent CEO problems or a series of concatenated Wyner-Ziv problems[7], or does it
have new characteristics? We suggest in the upcoming section that the appropriate generalization is a hybrid between a CEO
problem and a multiple descriptions [13] problem, because in this context we argue it is important to allow an encoder to
make multiple encodings of its observations bound for different subsets of other nodes in the network.

B. Notation

1) We denote the set {1,..., M} as [M] for any natural number M. Also, [M]\ ¢ will denote the set [M] with the element
17 removed.

2) For some set A, 2 will be the power set of subsets from A.

3) We use capital letters for random variables and small letters for realizations. We use superscripts for time indices and
subscripts for node indices.

4) For a sequence of random variables XM pe [N], we define XN as XN .= [X(l), - ,X(N) .

5) We denote the set of message indices leaving node i by S; := {(i — A) | A € 21™]\'} and define S to be the set of all
message indices transmitted over the network, i.e. S := Uie[ M) S;.

6) We define the set of message indices arriving at node i to be D; := {(j — A)|i € A, A€ 2™\ j e [M]\i}. For
any subset C; C D;, denote the set £(C;) to be the set of nodes which encoded these messages, i.e.
EC):={j|3A, (j — A) €C;}.

7) For any set of subscript indices K = {k1,...,kr}, the vector (Fg,,..., Fx,) is denoted with Fl.

8) For a set of length N sequences X+V,..., XV, the set of jointly strongly typical sequences [14] is denoted as A*(X i)

9) The notation X < Y « Z means that X, Y, Z form a Markov chain.

II. DISTRIBUTED ESTIMATION AND MULTITERMINAL SOURCE CODING

As outlined in the introduction, suppose we aim to separate the source coding part of the distributed estimation problem
from the network/channel coding part, despite the fact that such a separation may be suboptimal. Here we argue that the best
model for the distributed source code is one in which each encoder multicasts a message to each subset of other nodes in the
network, rather than sending an individual message to each other node in the network.
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Fig. 1. This network demonstrates that considering a source code at node 1 which only encodes a dedicated message to node 2 and a dedicated message to
node 3 is not general enough. Instead, the source encoder at node 1 should encode a separate message for each possible subset of other nodes in the network.

To see that such a model is the appropriate one, consider a simple wired network depicted in Figure 1 in which three
nodes (1,2, 3) making local observations Yl("), YZ("), YS(") statistically related to a common underlying sequence 7(") would
like to communicate over the butterfly network in order to form local estimates Tl(n),jwz(n),f?fn) of T(™). Because of the
unidirectionality of the links, only node 1 may transmit information. Suppose further that the observations at node 2 and 3
are statistically identical and the distortion metrics are the same, and we wish to obtain the same target average estimation
error Dy = D3 at the two nodes. If node 1 encodes a separate message for node 2 and node 3, then it would suffice to take
these two messages to be the same in this symmetric case. However, the network code can not know this, because we have
forced the source coding construction to have a separate message for each of nodes 2 and 3. Thus, the network code is forced
to attempt to transmit two unicasts, one between 1 and 2 with rate R;_,, and one in between 1 and 3 with rate Ry_3. If
each link in the network is unit capacity, and the network code is forced to treat the information flowing in between nodes
1 and 2 as independently unicast from the unicast between 1 and 3, then the highest symmetric rate R = R;_,o = Ri_.3
which can be obtained is 3/2. However, had we chosen our source code as outputting three messages S1_2, 513, 5152,3
so that we included one which was multicast from 1 to both 2 and 3, then the network code could support a symmetric rate
of Ri_23 = 2 [15]. This would not send any unicast information at all Ry, = Ry_3 = 0. This way 33% more useful
information flows from 1 to 2 and 3 as would have had we required only unicasts, and the distortion obtained at nodes 2 and
3 will thus be lower.

A similar conclusion concerning the insufficiency of a distributed source code creating unicasts in this context of networked
estimation can be drawn in a wireless context as well. In particular, consider the network depicted in Figure 2 in which node
1 transmits a signal which is overheard by both 2 and 3, through independent Gaussian noise of differing powers, so that the
received signal to noise power ratio at node 2 is lower than that at node 3. The capacity region of such a degraded broadcast
channel is known, and a channel code can be constructed which reliably transmits the multicast messages S1_.2, 513, 5123
of rates R1_.2, Ri_.3, Ri_.2 3 respectively if there is some a € [0, 1] such that

1 (1 — Oz)PT
. . -1 1+ -—— 1
Rz + Rizs < 20g2< +O<PT+N2> M
1 Pr
R1—>3 < 5 10g2 (1 + a]\]a) (2)

If we again consider the application goal of the network for 1 to transmit information in order to help 2 and 3 with their
estimation problems, and consider the special case that the local observations at 2 and 3 are statistically identical, then clearly
the use of multicast messages (as opposed to unicast messages alone) is desirable. This is because any information sent to
node 2 can also be heard at node 3 with no extra cost in information, and thus our source code ought to exploit this capability
of the channel code.

From these two simple examples we can easily infer that a proper separated source and network/channel coding approach
treats the source code within network node i as producing an array of 2/ ~! multicast messages, with one message X, 4 for
each subset A C [M]\ i. The capabilities of the possible network/channel codes are then summarized by a region C of vectors
of such multicast rates

r:=[Rj_alj€[M], AC[M]\]] 3)
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Fig. 2. Due to the broadcast nature of the wireless medium, an appropriate source coding model for collaborative inference over a wireless channel should
involve communication with subsets of other users rather than only point to point communication.

which are simultaneously supportable by the network infrastructure. The capabilities of the possible source codes are summa-
rized by a rate distortion region RD describing the set of simultaneously achievable multicast rates r and average estimation
errors

d:=[Dii € [M]], Di:= % i E|d; (100, 7")] @)
n=1

An overall source channel code achieving average estimation errors lower than d is selected by choosing a rate vector r that
is in both C and also in RD, i.e. with (r,d) € RD.

The capabilities of a given network infrastructure for reliable information transmission, and the design of the associated
network/channel codes, are the topic of a large amount of research both prior and current. Thus, we now focus our efforts on
describing the rate distortion region for the associated family of source codes we have selected.

III. MAIN RESULTS

Having outlined our multiterminal source coding problem, we presently give an achievable rate distortion region to this
problem. The rate distortion region explains the relationship between the length in bits of the different messages multicast
between the nodes and the estimation errors (measured in terms of average costs for Bayesian estimation) that decoder/estimators

at these nodes can obtain. In particular, the vector (r,d) of multicast rates r := [Rjﬁ A | j € [M], Ae 2N\ ] and average
estimation errors d := [D, |j € [M]] is said to be achievable if there exists a block length N, encoders and decoders
TN AR 1 7 R A [ IV AN B )
(]"A)EDL

with TN = gN(V;¥,Qp,) such that

1
Rja> logLil 4, E < D; (6)

1 N
& O G T
n=1

The rate distortion region RD for this problem is defined as the closure of the region of achievable vectors (r,d).

The achievable rate region that we present is based on a well known bound in the distributed source coding literature, the
Berger-Tung inner bound[2]. A slight modification of this bound to reflect differences from the CEO problem brought about
by simultaneous encodings sent from the same encoder (i.e. multiple descriptions) to different overlapping subsets of decoders
turns out to be necessary.

Theorem 1: Given a joint distribution pr,y;,,, (t,y(ar)), let E(d) be the collection of random vectors £ = (Us) which are
jointly distributed with 7" and Y[p;; such that the following conditions are satisfied

1) T, Yv[]\/[]\i, US\S;, — Y, USi for all ¢ € [M] A

2) There exists a decoding function g; : Up, X V; — 7; such that E [d;(T, g;(Up,,Y;))] < D; for all ¢ € [M]
For each & € Z(d), let ®(£&) be the collection of vectors ¢ = (Rs)

() :=qRs| >  Rioa> Y H(Uj.a)— H(Up,Y;) for each P; C S; and j € [M]
(j—A)EP; (j—A)EP;



For each & € =(d) and for each ¢ € ®(£), let

R'Dm(&d)) £ {Rs Z RjHA > Z (R]‘HA — H(UjHA)) + H(UcAUDi\c“Yi),VCi C ™D, and i € [M} }
(G—A)EC; (G—A)EC;

Define

RDiy =] () RDin(& ¢)
ECE pe2(§)

Then, the convex hull conv (RD;,,) of RD,,, is an inner bound to the rate distortion region, i.e. conv (RD;,) C RD.

Proof idea: This result is an adaptation of a well known inner bound in the multiterminal source coding community known as
the Berger-Tung inner bound, as clarified by Han and Kobayashi [2], with the twist that the multiple (dependent) descriptions
at each encoder require an additional set of encoder inequalities. The proof may be found in Appendix A. [

We next analyze the structure of the achievable rate region, because knowing the structure of the rate region may be helpful
when we optimize some function of rates over the rate region. We indeed use some structural properties of the inner bound to
simplify our bound to simpler problems in Section IV, and, thus present those structural properties below.

Proposition 1: For each £ € Z(d), ®(£) is a contra-polymatroid.

Proof: The set S is implied to be the ground set, and the rank function p : 2° — R is defined as

p(P) & > H(Uj—a) — H(Uprs;[Y)) )
JE[M] (j—A)EPNS;

We must show that p is indeed a rank function. Consider two sets Q and P such that Q@ C P C S, then

p(P) — p(Q)

> > H(Uj—a) — H(Upns, |Y;) + H(Ugns, |Y;)
€M) \G—A)e(PNS)\(2Ns;)

> > H(Uj—4) = HUpns)\(ens)Uens;» Y5) | 20
JEM] \(I—A)E(PNS;)\(QNS;)

This establishes that p is non-decreasing. Next consider any two sets P C S and Q@ C S. We have

p(P)+p(Q) —p(PNQ)—p(PUQ) =
> (HUpnens, IY;) + HUpua)ns, Vi) — HUpns, |Y;) — H(Ugns, ;)
JE[M]
= Z (H(Upngers,lUans,. Y;) — H(Upngens, |Upnons,, Y;)) <0
JE[M]

which implies that p is a rank function of a contra-polymatroid. To see that this contra-polymatroid is equal to ®(£), simply note
that evaluating the rank function p and writing the corresponding inequality for every subset of S; gives the list of inequalities
for node j. The collection of these inequalities over j € [M] then yields ®(&). Finally, note that evaluating the rank function
at any collection of indices corresponding to message sent from different encoders simply sums the corresponding individual
inequalities for the different encoders. [

Corollary 1: For each € € Z(d), the generating vertices of the polyhedron ®(&) are exactly {¢(m)|m € II(S)} where
TI(S) is the set of permutations of the indices in S, and ¢ () is the vector given by

b1y () p(m(1)) = I(Uxr(1y; Yim), and for every i € {2,...,|S[}, (8)
¢7r(i)(7r) p({ﬂ'(l),...,ﬂ(i)}) —p({ﬂ(l),...,ﬁ(i - 1)}) = I(UW(iﬁU{W(l),...,W(i—l)}vy[M]) )]

and where p is the rank function defined in (7). Additionally, for any A € le‘, then the solution to the linear program
mingepg) A - @ is attained by ¢ () for 7w any permutation of the elements of S such that A1) > -+ > Ar(js))-

> 1>

Proof: These are standard properties of contra-polymatroids. See, for instance, Lemma 3.3 of [16]. O



IV. SIMPLIFICATION OF BOUNDS TO SIMPLER PROBLEMS

Because we have argued that the collaborative distributed estimation problem is essentially a hybrid between a collection of
CEO problems and a multiple descriptions problem, it is important to show that the inner bound we have given specializes to
known inner bounds for these problems in special cases.

A. Simplification to Multiple Descriptions Problem

The multiple descriptions problem for two descriptions can be obtained as a special case of our collaborative estimation
problem for M = 4 nodes. Only one node, say node 1, gets to make observations which it would like to inform the other 3
network nodes about, so that Yl(") =T and Yi(”) = 0 for all 7 # 1. Additionally, node 1 structures its encodings so that nodes
2 and 3 receive different encodings, while node 4 receives everything that is available to node 2 and 3. This can be accomplished
by having the only encodings sent from node 1 be Q1_, (2.4}, Q1 (3,4}, @1—{4}- The coding strategy introduced in [13] forms
the two descriptions by dividing the bits of the message only to be used when both descriptions are available, i.e. Q1 {4}
up into two parts Qq_,4} = (Q}H{M’Q%H{ﬁl}) containing Ay > 0 and Ay > 0 bits per symbol with Ay + Ay = Ry_43.
These two parts are included in the two descriptions X; £ (Q1—{2.4} Q%—>{4}> and Xy & (Q1—{3.4} Qf_}{zl}). When only
one of the two descriptions X; or X5 is available, the achievability coding strategy introduced in [13] simply discards the
part of the description associated with @14} and utilizes only U;_, (3 4} or Ui_ (3 4}, respectively. When both descriptions
are available, the achievability coding strategy introduced in [13] uses all of the encodings (Ql_,{214}, Qr—3,41 Qi—qa})-
We have thus set up our coding scheme so that user 4 is the user which gets both descriptions, while user 2 and user 3 get
only the description X; and X», respectively. Additionally, since Ry = R2 4 + A and Ry = R34 + Ay, we can remove the
redundant variables A; and Ay, and rewrite the constraint for R4 as Ry = R; — Ra 4 + R2 — R3 4. These identifications may
be summarized with the following notation

Vip 2T, Yip=0 Vi#l (10)
Ul_,{273} = Us s, Ul_,{374} e Us 4, U1_>{4,} L Uy, all other Uj_ 4 = 1] (11
Ri_ (23} £ Ra3, Ri_(34y £ R34, Ri_(a} = R4, all other Rj_ 4 =0 (12)
Ry {23y 2 Ros, Ry (34 2 R, Ri_sy = Ry, all other Rj_ 4 =0 (13)

Where the auxiliary random variables Uy, U 4, U3 4, Tg, Tg, Ty are selected such that
p(Us, Usa, Us a, To, T3, Ty, T) = p(Us, Uz ,a, Uz 4| T)p(T5|Us,a)p(T3|Us 4 )p(T4|Us, Us s, Us 4)p(T)
Dy > E [d(T,12)], D2 > E |d(T,T3)| Dy > E |d(T,T)]

Under these identifications, the inner bound becomes

Ri > Ray (14)

Ry > Rsy (15)

Ry = Ri—Rys+Ry—R3a (16)

Ry > Ry— H(Uy) + H(Uy|Us4,Us4) (17)

Roy > maX{RzA — H(Us.4) +H(U2,4)J%2,4 — H(Us 4) +H(U2,4\U3,4,U4)} (18)

R34 > max {R3,4 — H(Us4) 4+ H(Us4), Rs.a — H(Us 4) + H(Us 4|Us 4, U4)} (19)

Ri+Rss > Ry—H(Us)+ Rsa— H(Us) + H(Us, Uz 4|Us ) (20)
Ry+Ray > Ry— H(Uy) + Roy — H(Uszs) + H(Uy, Uz 4|Us 4) 21
Ros+Rzy > R2,4 — H(Us,4) + R3,4 — H(Us.4) + H({Usz,4,Us 4|Us) (22)
Ry+Ros+Rsa > Ry— H(Uy) + Ryy— H(Usy) + Rsy — H(Usa) + H(Us, Us s, Uz 4) (23)

Here, the variable 4 may be replaced everywhere with Ry — Ry 4 + Ry — R3 4. Thereby simplifying these expressions, we
obtain

Ri > Ray (24)

Ry > Rs3y, (25)

Ry —Rys+Ry—Rsy > Ry— H(Uy) + H(Us|Us 4, Usy) (26)
Roy > Ryy 27

Rsy > Ry (28)



Here (27) (resp. (19)) follows because the second term in the maximization (18) (resp. 28) is always less than the first term
because it is the first term plus a negative semi-definite quantity. Also (21) (resp. (20) ) follows from adding (26) and (27)
(resp. (19) ) and a negative semi-definite right hand quantity, so it is no longer needed. Similarly, (22) follows from adding
(27) and (28) with a negative semi-definite right hand quantity, so it is no longer needed. Finally, (23) follows from adding
(26), (27), and (28) with a negative semi-definite right hand quantity, so it is no longer needed as well.

Having made these simplifications, it becomes evident that the variables Ry 3 and Ry 4 are redundant, and thus, including
now the source encoder node inequalities, we have that the rate region is given by

Ri > Ray (29)
Ry > Rsq (30)
Ri+Ry > Ros+Rsa+ Ry— H(Uy) + H(Us|Us 4, Usy) 31

We note that the minimum of ]:2274 + 1%3,4 + R4 from the encoder inequalities to be
H(Uy) + H(Uzs) + H(Usg) — H(Uy, Uz g, Us 4|T)
Thus right hand side of (31) becomes

H(U,) + H(U274) + H(U374) — H(Uy, Us.4, U374|T) — H(Uy) + lT{(U4|U2747 U3,4) = (32)
H(Us4) + H(Us,a) — H(Us, U4, U3 4|T) + H(Us|U2,4,U3 4) + H(U2,4,U3.4) — H(U2,4,U34) = (33)
I(U3,4;Us 4) + I(T5U4,Uz.4,Us 4) (34)

We next point out that by the contra-polymatroid property of the source encoder region describing the collection of variables
R2 4, R3 4, R4 by Corollary 1, this minimum is attained for 6 (permutations of \; = 1, Ao = 1, A3 = 1) possible solutions of
R274, R374, R4 However, we are interested in only two of the 6 solutions which are useful in finding the region of (Ry, Rs).

Roy=I1(Us4;T), Rzsq=1(Usa;Uss,T), Ry=1(Us;Uz4,Us4,T)

and/ or ~ ~ ~
Ry 4 =1(Uz4;U34,T), R34=1(Uss;T), Rs=1(Us;Us4,Us4,T)

Using time sharing argument of these two solutions we write the region of rates (R, Rs) as

R, > I(U274;T) —+ « I(U2,4;U3’4‘T) 35)
Ry > I(Usa;T)+ (1 —a) I(Uza; Usa|T) (36)
Ri+ Ry > I(Uzu;Uss) + I(T;Us, Uz a,Us 4) 37

where 0 < o < 1. We next compare this region with the achievable rate regions for multiple descriptions available in the
literature. El Gamal and Cover proved an achievable rate region (EGC region) for multiple descriptions problem in [13] which
is given by

r1 > I(Uz4;T) (38)
ro > I(Usa;T) (39
ri+7re > I(Uz4;Us4) + I(T;Us, Uz, Us 4) (40)

We now prove that any point (r1,72) in the EGC region also lies in the region we proved. To prove this, we rewrite the EGC
region in the following form

r1 > I(Uza;T)
ro > max{[(Us;T),1(Uz4;Uss) + I(T;Us, Uz 4,U3 4) — 71}
and let [(Usa:T)
. ™ — 2,43
a=minq —————"-=1 41
{I(Uu; Us 4|T) } @D
Then

R1 Z min {7”‘1,](U274;T) —+ I(UQA; U3,4|T)} S T1 (42)



and

Ry > I(U3u;T)+ 1(Uza; Usa|T) —min{ry — I(Uza;T), I(U2,4;U34|T)}
max {I(UQA; T) =+ [(U374; T) =+ I(U274; U374|T) — T, [(U374; T)}
max {I(Usz4;Usa) + I(T;Us, Uz 4,Us4) — 11, I(Usu;T)}

T2

IAIA

In the above proof we used the following inequality.

I(Uz,4;Uz4) + I(T;Us,Uz 4, U3 4)

= I(U24;U34) + I(Uga;T) + 1(Usa; TUs,4) + 1(Us; T|Uz,4,Usz 4)
I(U2,4;T) + 1(U3,4;U24,T) + I(Us; T|U2,4, Uz 4)

I(U2,4;T) + 1(Uz,a; T) + 1(Uz,4; Us 4|T')

>
This completes the proof that our inner bound contains every point in the EGC region.

B. Simplification to CEO problem

We next show that CEO problem can be obtained as a simplification of our model and that when our inner bound is simplified
to this case gives the Berger-Tung inner bound.

Suppose now that the nodes ¢ € [M]\ M observe the common phenomenon embodied by the sequence T() and send one
message each to the CEO node M. Using the messages received from the nodes i € [M — 1], the CEO node produces an
estimate 7' (Thy = T) of T such that the expected distortion E[d(T,T)] < D. Denote the message sent from node i to the
CEO with U; for all ¢ € [M — 1]. Let Z(D) be the collection of random variables § = (Ujps—1) satisfying

o T, Yv[M—l]\zﬂ U[M—l]\z — Y, < U, forall i € [M — 1]
o There exists a decoding function g : Ujpr—1) — 7 such that D > E {d(T7 T)}
Let W(&) be the set of rates

V() = {R[JVI—l] | ZRi > I(Ue; Ye|Up\¢), YC C [M — 1]}

i€C

Then the Berger-Tung inner bound for the CEO problem is given by

RDin = { (Rpr-1, D) [Rpr—p € ) 9(8)
§eE(D)

We prove that when our inner bound is simplified for the CEO problem we get the Berger-Tung bound.
Proof: Since the nodes i € [M — 1] send messsages only to node M, for all i € [M — 1], set

Rima=0and Ri_4 =0V Ae2M\i\ {a1}
Since node M does not send any message, set
Ryoa=0and Ryyoa =0V A e 2M\M

If we define D as
D={(— M)je[M-1]}
then ® (&) becomes o
(&) = {Rp|Rj—m > H(Uj—n) — HU;j—mY;),Vj € [M — 1]}

Here, RJHM can be selected such that RJHM = I(Uj—nm;Yj—m) + ¢ forall j € [M — 1] where ¢; can be made arbitrarily
small. Note that selecting the rates so will not change the rate region. If we select R;_,pr = I(Uj—ar; Y- M)+ €;, there will



be only 1 rate vector Rp in the set ®(£). Thus, ¥ is only a function of &, i.e. W(£, ¢) = W(£). Hence, ¥(£) is the collection

of rate vectors Rp > 0 obeying

Z Rj.n > Z (Rj—n — H(Uj—m)) + HUc|Upyc)
(j—M)ecC (j—M)eC

= HUc|Upo)— Y, HU-um[Y))
(j—M)eC
= H(Uc|Up\c) — H(Ucl|Yc)
= H(Uc|Up\c) — H(Uc|Ye,Up\c)
I(Uc; Ye|Up\c)

for all C C D. Here, we have used the facts that node M (CEO) does not have any side information (Y3; = 0) and

Uc < Y¢ < Up\c. If we redefine the rates, variables and distortion constraints as

Rjm & RjVje[M-1]
U—m = U;VjeM-—1]
Dy = D

then an inner bound for the rate-distortion region for the CEO problem becomes

RD;n = (R[M71]7D) Rpyr—y € U v(g)
£€E(D)

where E(D) is the collection random variables & = (Uja;—1) satisfying
o T, )/[]Wfl]\iv U[]Mfl]\i —Y; < U; for all ¢ € [M — 1]
o There exists a decoding function g : Upr—q) — T such that D > E [d(T7 T)}

C. Side Information May Be Absent at the Decoder

The “side information may be absent at the decoder” problem studied by Heegard and Berger in [17] can also be obtained
as a simplification of our model. To see this, let the number of nodes M = 3 and, suppose that node 3 directly observes
the source, i.e. Y3 = T, and node 1 has side information about the source Y; = Y while node 2 has no side information.
Also, suppose that node 3 sends a common description to both 1,2 and an individual description to only node 1 as it is
implicitly done in [17]. We show that sum of the rates of these two descriptions derived from our inner bound is equal to the

rate-distortion function proved for the sum-rate in [17].

To prove this, set the rates and variables which are not involved in the problem zero and redefine the necessary rates and

variables as follows.
Yi2Y, Y32 T, allotherY; =)
Us—1 2 U, Us_10) =W, all other Uj_ 4 = ()
Rs_1 2 Ry, R?H{m} 2 Ry,, all other Rj 4 =0
R3—1 £ Ry, Ry_{12 = Ri2, allother Rj_4 =0
Note that the variables T, Y, U, W satisfy the following conditions.
DY T UW.

2) There exist functions Tl(U, W,Y) and T2(W) such that E[d; (T, Tl)] < D; and E[dy(T, Tg)] < Ds.

With the redefined variables, the constraints on Rl, RLQ become
R, > H(U)-H(U|T)
Ris > H(W)- H(W|T)

>
Ri+ Ry > H(U)+HW)—HUWIT)

(43)
(44)
(45)
(46)

(47)
(43)
(49)



and the constraints on Ry, R; o become

Ry > Ri-HU)+HUW,Y) (50)

Ris > Ryo— H(W)+HWIU,Y) (51)

Rip > Ry (52)
Ri+Rio > Ri—HU)+Rio— HW)+HUWI|Y) (53)

Observing that the tight bound on R; + 12 comes from adding (50) and (52), we write

Ri+Rio>Ry+Rip— HU)+HU|W,Y) (54)
Using the bound on Rl + Rl)z in (49), we obtain
Ri+Rios > Ri+Rio—HU)+HUW,Y) (55)
> HW)-HUWI|T)+ HUW,Y) (56)
= I(T;W)+ (T;UW,Y) (57

This is exactly the rate-distortion function for the sum-rate which Heegard and Berger proved in [17].

V. CONCLUSION

We analyzed optimized code constructions for collaborative distributed estimation via multiterminal information theory. We
argued that the proper model for a distributed source code for collaborative distributed estimation involves multiple multicast
messages from each encoder rather than unicast messages, yielding a hybrid coding problem between multiple descriptions
and the CEO problem. An achievable rate region which hybridized the Berger Tung inner bound and multiple descriptions
proof techniques were presented. The inner bound was shown to be equal to the known bounds for some simpler problems by
exploiting the structural properties of the rate region.

APPENDIX A
PROOF OF THEOREM
We present the detailed proof of the inner bound given in Section III here.
Proof: Select a joint conditional distribution p (us | ¢,y(ar ). a set of encoding functions { FYal G — A)eS}anda

—

set of decoding functions {g/ | i € [M]} such that the rates Rs are in RD;,. Calculate the marginal distributions p(u;—_, 4).

Codebook Generation: )

At each node j € [M], for each subset of nodes A C 2[MI\i  generate a codebook with 2%i—4 length-N codewords by
randomly drawing the elements such that they are i.i.d. according to the distribution p(u;_ 4), where 2( J—A)EP, Rj_) A >
> (j—nyep, HUj—a) — H(Up,|Y;) for each P; C S;. Index the codewords by m; .4 € {1,.. ., 2"Ri—A} Partition the
codewords into 2"—4 bins by randomly and uniformly assigning the indices to the bins. Index the bins by bj—a €
{1,...,2"Ri—4} and denote the set of codewords in bin b;_, 4 by B;_ 4(bj—A).

Encoding:

At each gnode J € [M], encode the observation sequence YjN by selecting one codeword U f\; (mj_ 4) from each codebook
Cj_a, for each (j — A) € S;}, such that (Ufg\]’ (ms,), yjN) € A#(Us,;,Y;). If there are more than one such Ug (ms;),
select the codewords with the smallest indices under lexicographic ordering. If there is no such U fg\j (ms; ), select an arbitrary
set of codewords. For each subset of nodes .A C 2[M\J send the index bj_. of the bin that contains U]!\L a(mj_a) to

the nogbe[?\ip A, ie. Uf\LA(mj_,A) € Bj_.a(bj—.4). This requires R;_ 4 bits to multicast a message to a subset of nodes
A C 2V,

Decoding:

At each node i € [M], decode the messages received at the node by selecting the codeword Uf\L 4(lj—)inbin Bj_ A(bj—4)
for each (j — A) € D; such that (U5 (¢p,),YN) € A (Up,,Y;), where Up, = (U;j_ 4)(j—a)ep,- If there is no such a set
of codewords, select an arbitrary set of codewords. Reproduce the underlying sequence 7% by TN = gV (VN UJ (¢p,)).

We presently prove that the expected distortion achieved by this coding technique is approximately D; at each node i € [M].
We say that the coding is successful when



1) At each encoder, the codewords are selected such that they are collectively jointly strongly typical with the observation
sequence and

2) At each decoder, the same codewords selected at the encoders are selected from the corresponding bins, and they are
collectively jointly strongly typical with the underlying sequence (7?V) and the side information at the decoder.

We show that when the coding is successful, the expected distortion is approximately D;. We also show that the probabilities
of occurrence of any errors during coding are small, and, contribution to the overall expected distortion by these events is
insignificant since the distortion measure is bounded. Finally, we prove that since the probability of successful coding — 1 as
N — o0, overall expected distortion is approximately D;. We begin the proof by listing the possible errors.

D o (TV,Yy) # AL(T Yian)
2) Ei: At least at one (encoder) node j € [M], (Ué\: (ms,),Y, ) ¢ At (Us,,Y;) for all ms; € [T, 4)es, [2NRPA]
3) Ey: At least at one (decoder) node i € [M], (Ugi (mp,),Y, £(D ),YN Tn) ¢ A: (Up,,Ye(p,),Yi, T) where mp, is

defined as follows
mp, := (Mj—.a)(—A)eD

where m;_, 4 is the index of the codeword selected by the encoding function fJJ\L A
4) FEj3: Atleast at one (decoder) node i € [M], 3 Ugi (mp,) such that (Ugﬁ (mp,), Ygf\(’Di)7 Y, Tn> € A (Up,,Yep,), Vs, T),
but Ugi (£i—n) # Ugi (m;_ 4) where £p, is defined as follows
£, = (ljma)(j—n)eD,

where £;_ 4 is the index of the codeword selected at the decoder i such that U}, ,(¢;.4) € Bj—.a(bj—.4).
Define the coding error E as E := U}_,E;. Then the probability of error Pr(E) is bounded above by

Pr(E) < Pr(Eo) + Z Pr(E; N ES)
i=1
We now show that the probabilities of these errors are small.

1) Clearly Pr(Ep) — 0 as N — oo.
2) To prove Pr(E; N E§) is small, for each yj € A7 (Y;), j € [M], define the random set G, (ij) as

Gs, () 1= {ms, | U (ms,) € A1 (Us,Iy}) }
For each set §j, define the event E s, as

{(UY (ms,),Y}]N) ¢ AL(Us,.Y;) forall ms, € ] [RVF-4)}
(G—AES;

El,S =

J

Then, we have
Pr[Eys, and Y}¥ € AX(Y;)] Pr[|Gs,(Y])| =0and Y}V € A} (Y;)]

N
max - Pr|Gs, (y")] = 0]
j e\lg

IN

Using Chebyshev’s inequality [18] [13], for all yJN S A:(YJ) and 0 < o < 1, we write

Pr[||Gs, (y;)| = E [IGs, (y)I]| = aB [|Gs, (4;))]]]
Var [|Gs, ()]
a2 (E[|Gs,(yM)]])*

We now bound E [|Gs, (y})|]. Define the indicator function
1(Ud (ms,) € Gs, (y))) = {

Then the cardinality of the set Gs; (yJN ) is given by

Gs, = X 1(U8ms) € Gs )

NRs;)

Pr|Gs,(y;")] = 0]

IN

1 if UY (ms,) € Gs, (y))
0 otherw1se

ms; €[2



where [QNRSJ'} denotes the Cartesian product of the sets [QNRJ'W“} ,(j = A) €S;. Since £ {1 (Ué\; € Gs, (ij))} >

2—N [Z(jﬂA)st HUj—a)—H(Us; |yj)+€1}

where ¢; — 0 as € — 0, we have
2V ]| B [1 (U8 (ms,) € Gs, ()]

2N [Z(JAA)GSJ (Rj—a—H(Uj—))+H(Us, |Y_7’)—61}

E[|Gs, ()]

Y

vV

We next bound Var [|Gs, (y2)|]. Consider

var |G, ()] < E [|Gs, 0]

= E Z Z 1 (Ug (mgj) € GSJ‘ (y;v)’ Ufs\_f (mi%) € GS]‘ (yjN)> >‘|
ms;el2” S my e2” ")

= Y3 P [Ug (ms,) € AZ(Us;ly7)

’
ms; msj

U8 (ms,) € AL(Us,ly}) | Pr|US(ms,) € AX(Us,ly})]

_ Z 1+ Z Pr[Ug(mgj)eA:(Usj‘y?)

’
ms; ms; ;émsj

U (ms,) € AL Us,Iy}) | | Pr |U&(ms,) € AX(Us )

3 <1 s )3 Pr [ (U3 (). U, (mt)) € A2(Us, 1)

ms; P;CS; m%j |mj—‘-A7ém/j~»A V(j—>_A)€75j

(UF (mp)). U} (mp,)) € Az (Us, I4})] ) Pr (U3 (ms,) € A:(Us,|y})]

IN

N , _(Rjmoa—H(Uj—a)+HUgp |Up.,Y;)+e
Z 14 Z 9 |:Z(J~>A)€Pj( A=H(U;j— ) +HUp, |Up;,Y;) 2} Pr [Ug(msj) EA:(USj‘y;z)}
mS]- PjCSj

Rja=H(Uj—a))+H(Usp, |[Up,.Y;)+e2

T T i e N s jes o

P;CS;

Here P; = S; \ P; and €2 — 0 as € — 0. Hence, we have

< Q*N [ZuﬁA)esj (Rj—a—H(Uj—a))+H(Us; ‘Yj)*fl]

Pr [|GSJ(yJN)| = O] =
n Z 2—N[EUHA)Q,J_(RJHA—H(UJHA))-FH(UP]-|Yj)—€1—62}
PjCSj
Note that Pr(Ey N EG) < 32 e Pr(Eys, N Eg). Thus, Pr(Ey N EG) can be made arbitrary small by selecting the
rates Rjﬁ 4, (j = A) € S; such that for each subset P; C S; the following rate condition is satisfied
Z Rj_a> Z H(Uj—a) — H(Up,|Y;) + €1 + €2 (58)
(G—A)EP; (i—AEP;

3) When the rate conditions in (58) are satisfied at each encoder j € [M], by Lemma 1 (see Appendix) Pr(FyNE§) — 0
as N — oo.
4) To prove Pr(Es; N ES) is small, for each ¢ € [M] define E3 p, as

Byp, = { (UK. (mo,).Yelp,) YN, TV) € A7 (Up, Ye), Vi, T)  and  (UB(¢p,), V) € A: (Up,, Vi)

for some Up (€p,) € Bp,(bp,) and Up (mp,) # Up, (Epi)}



Note that £p, # mp, if £;_, 4 # m; 4 for at least one (j — A) € D;. Define the event E3 1, as
Bip, = { (UB(£,), YY) € A: (Up,.Yi) for some U, (€p,) € Bp,(bp,) and UP(ms,) # UB (£p,) }

Then
Pr(Esp,) < Pr[Ej p,

(Ug (mDi)inN) € A:(UDmYzﬂ =P,
Let the set C; be
Ci={(G — A €Dillja#mj_a}
For a particular £p, = E/Di (# mp,), define Ej ¢, (K/Cq) as
Byc,(€e) = {(U]D\’i €,), Y/V) € A (Up,,Y;) suchthat ¢,_ 4 #m;_a¥(j — A) €C;
and f;_>_A = mj_,AV(j — .A) e D; \Cl}

Consider the code corresponding to a particular (j — A) € C;. There are (|Bj_. 4] —1) sequences in the bin B;_, 4(bj— )
such that ¢;_, 4 # m;_ 4, where |B,_ 4] is the size of the bin. Thus for a particular C;, the number of possible events
in which £;_ 4 # m;_, 4 (the number of events Es ¢, (KIC)) is [T, aec, (IBj—.a| —1). Note that the probabilities of
these events are equal. Thus the probability of error P, is bounded by

Po< ) ( II (Bj—al- 1)) PrBsc,(€,) | (UD,(mp,), YN) € A (Up,.Y:)]

CiCD; \ (j—A)eC;

We have the following

H(Uc, ‘UDi\CWY'?i)_Z(jHA)ECi H(UjA»A)+€3+€4:|

’ N
PT[E&Ci (ecl) (U'Z];C (meI)’Y;N) € A:(U'DNY;)] < 2 |:

where €3,e4 — 0 as € — 0. We bound

H (|BJ—>A| - 1) < H |BJ—>.A| = 2NZ(.7—>A)€Ci(RjﬂA7RjﬂA)
(I—A)EC; (i—A)EC;

Hence

P.< Z 2_N{Z<JAA>eci Rj“““_zuﬂf%ci RJHAJFZ(J'HA)EQ HUj—~2)=H(Ue;|Up;\e; Yi)—es—ea
e =
C.CD;

Thus, by selecting sufficiently large N and the rates such that

> Riia> Y. Rima— Y. H(Uj—a)+H(Uc|Upc,,Y:) + €3+ e
(J—A)€EC; (j—A)EC; (j—A)EC;
P, can be made arbitrarily small. Note that Pr(E3 N E§) < ;e ny Pr(Esp, N Ef). Thus, Pr(Es N Ej) is small.
At node i € [M] when (U} (£p,), YSJ\(/Di), YN, TN) € A:(Up,,Ye(p,), Y:, T), the empirical distribution on 7 x Y; x Up,
is approximately equal to the true distribution, and, thus the expected distortion is approximately D;. From Lemma 1, the

probability of succesful coding — 1 as N — oo. Thus, the overall expected distortion is approximately D; at node ¢ € [M].
This completes the proof, i.e. conv (RD;,,) C RD. [ |

APPENDIX B
EXTENDED MARKOV LEMMA AND PROOF

We state Lemma 1 below which we use to show that P(F5) is small. We derive this Lemma from the Generalized Markov
Lemma (Lemmas 3.3 and 3.4) in [2].

Lemma 1: Let {U;_ 4| (j — A) € S} be a set of auxiliary random variables which are jointly distributed with 7" and Y],y
such that T, Yy j, Us\s; < Yj < Us; for all j € [M]. For each (j — A) € S, let
{UJNHA(kjéA) |kji—a€e{l,..., Z"R.HA})RjéA > I(Y;;Uj4) ¢ be a set of mutually independent random vectors (code-

words) elements of which are drawn i.i.d. according to Hi:;l PU;_a (uE"l 4)- The random vectors are independent from 7', Y[



and Us. If we select the codeword U;\LA(mj_,A) from the set {Uj]\LA(l), e Uj]\LA(TRJAA)} for all (j — A) € S such

that (UgV (ms,), yjN) € A*(Us,,Y;), j € [M], then for all i € [M]

Prd (U (mp,), Vil Y. TV ) € A7 (Up, Y, Y T) p 2 16 (59)

where 6 — 0 as € — 0 for sufficiently large V.
Proof: This Lemma can be proved by imitating the proof of Lemma 3.4 in [2] which is proved by induction. Suppose
that Ug (ms, ), ..., Ufg\][, _,(ms;_,) have been defined such that they satisfy the following properties.

1) UX (ms,) take values in {U‘Js\i(l), . .,Uévu(Z”RSa)} forall a € {1,...,5—1}
2) For all i € [M]

PT{(Ugimpjfl(mpimpjfl)7U'Z";’;r\lﬁj_l’ygj\(rpi)7}/;N’TN) € A:(UDNYS(DH’Y;’T)} >1- 5j*1

where §;_1 — 0 as e — 0 and Pj_1 :={S, |a € {1,...,5 — 1}}. Here P;_1 = S\ Pj_1.
Note that when j = 1, {1,...,5 — 1} = {}. Thus the properties (a) and (b) are satisfied for j = 1 by the condition (1) of

Theorem 1.
Define V = U (ms,) and Y = Yj and for all {i | i € A, (j — A) € S;}

* _ 77N N N N N
Wi *UDinPj_l(mDiﬂPj—1)7U’Dimﬁjvyg(’Di)\j’Yi T

Then from condition (1) of Theorem 1 and properties (a) and (b), all the conditions of Lemma 3.3 in [2] are satisfied. Thus

PT{<Ugnpﬂﬂhmnﬂ;J7Ug Yﬁ%ﬂ,KWQTN)Efﬁ(Ub“Y%nm,ﬁ7T)}Z]r*@

,iﬁ'ﬁj’

where §; = 0;(dj_1,€) — 0 as §;_1 and € — 0. Thus properties (a) and (b) hold for j instead of j —1. Repeating the induction
until 5 = M proves the lemma. [ ]
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